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WILTON WATER WORKS SPECIFICATIONS:

1. HYDRANT TO BE MUELLER A423 SUPER CENTURION 250 LEFT OPEN AND SELF—DRAINING.
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LAID ON STONE AND THEN 2' OF SCREENED SAND.

HYDRANT TO BE INSTALLLED ON AT LEAST A 16" BED OF CRUSHED STONE FOR SUMP.
HYDRANT SHOE WILL REST ON 30" CONCRETE SEPTIC TANK COVER.

A 2'x2” CONCRETE THRUST BLOCK WILL BE REQUIRED.
HYDRANT BACK FILL WILL BE CRUSHED STONE EVEN TO AND AROUND THRUST BLOCK THEN FILTER FABRIC
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BODY OD | LENGTH HEIGHT MAX MAX DEFLECTION
PIPE OD APPX. WEIGHT
SZE | RANGE | ¢Al| BA cAl |PRESIRE | (PEGRERS) [LBS]
4 4.50-4.90 8.1 11.8 9.8 350 4 40
6 6.60-7.00 10.4 12.0 12.0 350 4 50
8 8.60-9.10 13.5 13.2 15.1 350 4 75
10 10.75-11.20 15.6 13.2 17.2 350 4 95
12 12.75-13.30 17.6 13.3 19.2 350 4 100
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NOTES:

1.ALL MATERIALS ASTM A536 GRADE 65—45-12 DUCTILE IRON UNLESS OTHERWISE SPECIFIED.
2.FASTENER MATERIAL: TYPE 304 STAINLESS STEEL, 316 IS AVAILABLE UPON REQUEST.
3.BOLT GUIDE COATING BLACK XYLAN 1212. BLACK E—COAT AVAILABLE UPON REQUEST.
4.SEE INSTALL INSTRUCTIONS FOR MINIMUM PIPE INSERTION
5.GASKET MATERIAL: NSF 61 SBR PER ASTM D2000, NSF 61 NBR AVAILABLE UPON REQUEST.
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SPECIFICATIONS.

1. ALL MATERIALS AND INSTALLATION PROCEDURES SHALL CONFORM TO MILFORD WATER UTILITIES
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